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Norsecraft Geo Position AB

SWECO koper Apache 3.

Norsecraft Geo Position AB levererar sjométningsystem och utbildning till SWECO.
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Apache 3 ar ett komplett sjométningssystem for kust, insjé och élv. Den ar enkel att
anvanda och mandvreras manuellt eller automatiskt.

Apache levereras i tre storlekar dar Apache 3 &r det minsta systemet. Apache 6 ar det
storsta som kan utrustas med multi beam echo sounder och skanner, allt efter behov.

Apache 3 bestaende av USV utrustad med single beam echo sounder, enhet for
manuell fjarrstyrning, dubbel GNSS RTK for exakt riktning och position, IMU for
navigering under broar och bryggor, ultraljudsradar for att undvika kollision, 360
kamera live stream till markstation, kommunikation via 3G/4G eller radio mellan
kontrollstationen pa land och baten (USV), GNSS korrektioner via NTRIP eller egen
GNSS-bas via UHF. Allt i ett litet format med lag vikt som enkelt kan hanteras av en
person.

Systemet levereras med programvara for planering av autonom navigering, insamling
av métdata samt berékning och filtrering av métdata.

Norsecraft Geo Position AB levererar sjomatningssystem med utbildning, support och
service i Sverige.
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SPECIFICATIONS

Hull Dimension BOS B1/B2, GPS L1/L2, GLOMASS L1/L2,
(Lx W x H) b Satellite System Galileo E1/E5, SBAS, QZSS
Material Macromolecule polyester carbon fiber Channel 432 channels
Weight (wio instumant 7 kg Single Point Position  Horizontal: 1.5 m
and battery) (RMS) Vertical: 2.5 m
Maximum payload 25 kg SBAS Positioning Horizontal: 0.5 m
Anti-Wave & Wind 3 wind level and 2™ wave level Arcuracy Varlcal: 0.35m
Hull Design Triple -hull vessel DGNSS Positioning Horizontak 0.4 m + 1ppm

Pes Accuracy Vertical: 0.85m + 1ppm

¥ RTHK Positioning Horizontak 8 mm + 1ppm
Draft 13 cm Accuracy Vartical: +15 mm + 1ppm
Indicator Light Two-color light {display positioning signal) Heading Accuracy 0.2° @1 m baseline
Video 360° emnidirectional video inertial
Navigation 6°h
Automatic return in case of low battery stability

Auto - return
or signal losss D230 SinglebeamEcho Sounder

]

Type — Data Type CHCGD, " NMEA SDDPT/SDDBT, original
Propeller Type Brushless DC Weight 1.1 kg
Direction Control Veering without steering engine Sounding Range 0.15 m to 200 m
Maximum Motor Power 700 W Sounding 00 m+01%xD
Maximum Motor Speed 7000 pm Accuracy (D is the depth of water)
Maximum Speed 5 m/s Resolution 0.01m
Liion Battery 440 000 mAh, 18.5V Frequency 200 kHz

1x 15 000 mAh, 18.5V Beam Angle 6.5 +1
Battory Endurance (i o 2 btiry s W (e

"Al spocilications ane subjit io change withodt notoe
Communications 1) CHCGD s CHORAY fomat

Data Communication MNetwork bridge: 1 km and 4G: unlimited

R/C Communication 24 GHz
Remote Control

Range 1 km
5IM Card Slot nano SIM
2 x RJ45 port
2 x RS232 zerial port
Interfac
" ¢ 1 % R5485 serial port
1x PPS
MNavigation Mode Manual or Auto-Pilot
Waterproof
(master control) par
Data Storage Local multi-sessions and FTP push
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